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	CE Declaration of conformity
	OPERATION MANUAL / SPARE PARTS LIST
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	1 SAFETY INSTRUCTIONS
	Strap warnings

	2 WARRANTY CONDITIONS AND LIABILITY
	3 APPROPRIATE USE
	4 CHART OF TYPES

	Item no.
	Model
	Strap quality:
	Uniflex and Ultraflex
	Max. tens- ioning force
	Max. tens - ioning speed
	Strap width
	Strap thickness
	N
	lbs
	mm/s
	inch/s
	13.4050
	A480/10/0.38-0.63/4.5
	10 mm / 3/8"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4052
	A480/10/0.38-0.63/2.5
	10 mm / 3/8"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	13.4070
	A480/13/0.38-0.63/4.5
	13 mm / 1/2"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4072
	A480/13/0.38-0.63/2.5
	13 mm / 1/2"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	13.4090
	A480/16/0.38-0.63/4.5
	16 mm / 5/8"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4092
	A480/16/0.38-0.63/2.5
	16 mm / 5/8"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	13.4110
	A480/19/0.38-0.63/4.5
	19 mm / 3/4"
	0.38-0.63 mm / .015-.025"
	4500
	1000
	100
	4.0
	13.4112
	A480/19/0.38-0.63/2.5
	19 mm / 3/4"
	0.38-0.63 mm / .015-.025"
	2500
	560
	180
	7.1
	5 TECHNICAL DATA
	5.1 Dimensions without suspension bracket
	5.2 Steel strap
	5.3 Seals
	5.4 Joint
	5.5 Sound information
	5.6 Vibration information

	6 INSTALLATION
	6.1 Compressed air connection
	Compressed air
	Air consumption

	6.2 Suspension of tool
	It is possible to suspend the tool in its three main working positions on a spring loaded balancer by providing the tool with the necessary suspension bracket. The standard suspension bracket A48.1301 is always automatically supplied with the tool.
	Standard position
	Vertical position
	Horizontal position


	7 MAINTENANCE
	7.1 Air - unit
	Oil for the air-unit

	7.2 Cleaning
	7.3 Lubrication

	8 SPARE PARTS LIST 13.4052.01
	9 OPERATION
	9.1 Feeding the strap
	9.2 Introducing the tool
	9.3 Tensioning the strap
	9.4 Sealing the strap
	9.5 Releasing the tool
	9.6 Tension regulation

	10 JOINT CONTROL


